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Wireless management interface needs to be configured at startup 

It needs to be mapped to an SVI that's not Vlan 1 (default) 

Enter VLAN No for wireless management interface: 120 

Enter IP address :192.168.120.94 

Enter IP address mask: 255.255.255.0 

The following configuration command script was created: 

w-5760-1 

enable secret 4 tnhtc92DXBhelxjYk8LWJrPV36S2i4ntXrpb4RFmfqY^Q 

enable password cisco line vty 0 15 

password cisco 

ntp server 192.168.1.200 maxpoll 4 minpoll 4 username admin privilege 15 password cisco 

no snmp-server 

! 

no ip routing 

! 

interface Vlan1 no shutdown 

ip address 192.168.1.20 255.255.255.0 

! 

interface GigabitEthernet0/0 shutdown 

no ip address 

! 

interface TenGigabitEthernet1/0/1 

! 

interface TenGigabitEthernet1/0/2 

! 

interface TenGigabitEthernet1/0/3 

! 

interface TenGigabitEthernet1/0/4 

! 

interface TenGigabitEthernet1/0/5 

! 

interface TenGigabitEthernet1/0/6 

vlan 120 

interface vlan 120 

ip addr 192.168.120.94 255.255.255.0 exit 

wireless management interface Vlan120 

! 

end 

[0] Go to the IOS command prompt without saving this config. [1] Return back to the setup without saving 

this config. 

[2] Save this configuration to nvram and exit. Enter your selection [2]: 2 
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Building configuration... 

Compressed configuration from 2729 bytes to 1613 bytes[OK] 

Use the enabled mode 'configure' command to modify this configuration. 

Press RETURN to get started! 

9.A Cisco Unified 7925G Wireless IP Phone is operating on the 5 GHz band and transmitting at a power 

level of 40 mW. Which configuration must be done on the controller to avoid one-way audio? 

A. In DCA, enable UNH-1 channels only. 

B. Set the maximum power level assignment to 26 dBm. 

C. In DCA, enable UNII-II channels only. 

D. Set the maximum power level assignment to 16 dBm. 

Answer:  D 

Explanation: 

https://www.cisco.com/c/en/us/support/docs/collaboration-endpoints/unified-wireless-ip-phone-7925g/200 

032-How-to-get-your-792x-wireless-phones-per.html 

10.Which two effects does TSPEC-based admission control have as it relates to WMM clients?(Choose 

A. Deny clients access to the VLAN that do not support WMM. 

B. Allow access only for VoWLAN traffic when interference is detected. 

C. Enforce airtime entitilement for wireless voice applications. 

D. Ensure that call quality does not degrade for existing VoWLAN calls. 

E. Deny clients access to the WLAN if they do not comply with the TERP standard. 

Answer:  BE 

11.Your customer has a Cisco Unified Wireless Network running AireOS 8.0 and wants to learn about the 

FlexConnect mode that is available on his APs. Which two statements are true? (Choose two.) 

A. A newly connected AP can be booted in FlexConnect mode. 

B. When an AP is changed from Local mode to FlexConnect mode, a reboot is required. 

C. Enhanced FlexConnect mode allows to enable wIPS on FlexConnect APs. 

D. When an AP is changed from Local mode to FlexConnect mode, reboot is not required. 

E. Using CCKM with FlexConnect APs requires the use of FlexConnect Groups. 

F. FlexConnect was previously know as "H-TEEP" 

Answer:  DE 

Explanation: 

http://www.cisco.com/c/en/us/td/docs/wireless/controller/7-4/configuration/guides/consolidated/b_cg74_C 

ONSOLIDATED/b_cg74_CONSOLIDATED_chapter_01000010.html 

http://www.cisco.com/c/en/us/td/docs/solutions/Enterprise/Mobility/emob73dg/emob73/ch7_HREA.html 

12.Refer to the exhibit. 
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You are troubleshooting location accuracy problems on a customer deployment. You have done the 

wireless design and you are sure that the As are correctly placed on the Cisco Prime map. Everything is 

correctly synchronized between WLC, PI, and MSE but, you are sometimes getting elements tracked on 

the wrong floor. After you get this debug output from MSE, which step is next? 

A. Reduce the confidence level on MSE when the last heard value is higher than 150 seconds. 

B. Run a new calibration model and ensure that it is applied on the floor. 

C. Discard RSSI values lower than – 75 dbm. 

D. Check it the AP with MAC address 001c 0f 4c 45 60 is physically located on the floor where the 

element was wrongly located and if the inter-floor attenuation is weak. 

Answer:  C 

Explanation: 

http://www.cisco.com/c/en/us/td/docs/wireless/prime_infrastructure/1-3/configuration/guide/pi_13_cg/map 

s.pdf 

13.Which two statements about deploying a mesh network by MAPs and RAPs are true on AireOS 

8.0?(Choose two.) 

A. The backhaul client access feature cannot be enabled on a RAP that is, a RAP does not allow clients 

on its 302.11a radio. 

B. The three main types of mesh type under the neighbor information are neighbor, parent, and child. For 

types default neighbor, default parent, and default child, default is used when the neighbor BGN is not 

known or different from the current AP BGN if the strict matching BGN feature is disabled. 

C. A MAP/RAP must be authorized by either PSK or EAP before joining a controller in bridge mode 

D. RADIUS and Local authentications are supported with both PSK and EAP. VLAN tags are always 

forwarded across Mesh links. 

E. VLAN tags are always forwarded across Mesh links. 

Answer:  BD 

Explanation: 
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http://www.cisco.com/c/en/us/support/docs/switches/catalyst-4500-series-switches/200082-Getting-Start 

ed-with-SUP8E-4500-Wireless.html 

http://www.cisco.com/c/en/us/products/collateral/switches/catalyst-4500-series-switches/guide-c07-7337 

04.html 
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http://www.cisco.com/c/en/us/products/collateral/switches/catalyst-4500-series-switches/data_sheet_c78 

-728191.html 

http://www.cisco.com/c/en/us/products/switches/catalyst-4500-series-switches/index.html 
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